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AOR PT Camera AOR Battery Camera
Sensor Type 1/3" CMOS 1/3" CMOS
Lens 4mm@F1.6 2.8mm@F1.6

Pan/Tilt Rotation Angles
Day/Night Mode

Digital Noise Reduction

Audio

Status Light

Storage Interface

Reset Button

Power Switch

Video Compression Standards
Maximum Video Size

Working Mode

Smart Alarm

Pan/Tilt Presets

Wireless

Solar Panel

Battery Capacity

Protection Level

Power Supply

Infrared lllumination Distance
Dimensions (mm)

Weight

Horizontal 0°-355°, Vertical 0°-90°
IR / dual-light alert mode
3D Digital Noise Reduction
Built-InMIC & Speaker, Two-Way Audio

Support red and blue warning lights

Micro SD card (up to 512)

1
1 dip switch
H.265
Main stream: 2880 * 1624, Substream: 1280 * 720, Maximum 15fps

Smart Mode/Constant Power Mode/

AOR Mode/(Full time recording mode)/Sleep Mode
Motion Detection, Human Detection, Vehicle Detection, Non-Motorized Vehicle Detection
Support, up to 6 presets
2.4 GHz
8W, 5V
9000mAh
IP65
Type-C Charging Port DC 5V/2A (user needs to provide)
15m
163x117x202mm
630g(bare unit)

/

IR / dual-light alert mode

3D Digital Noise Reduction

Built-InMIC & Speaker, Two-Way Audio
Support red and blue warning lights

Micro SD card (up to 512)

1
1 button switch (3-second power on, 10s power off)
H.265
Main stream: 2880 * 1624, Substream: 1280 * 720, Maximum 15fps
Smart Mode/Constant Power Mode/AOR Mode/(Full time recording mode)/
Power-Saving Mode (PIR mode) /Sleep Mode
Motion Detection, Human Detection, Vehicle Detection, Non-Motorized Vehicle Detection
/
2.4 GHz
5W, 5V
5200mAh
IP65
Type-C Charging Port DC 5V/2A (user needs to provide)
15m
59.1x64.6x91.0mm

215g(bare unit)
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Hub Intelligent control terminal

Shell material Plastic (PC+ABS VO fire resistant)
Flash nor flash 16MB
DDR DDR3 2Gb
EMMC 32GB eMMC
Number of network video access routes 8CH IPC Input (Max)
Wireless communication 2.4G /5.8G Wi-Fi
Bluetooth BT 5.2
Built-in speaker Support, full duplex voice intercom
SD card storage A maximum of 512G x 1 is supported
Reset key Support hardware reset (pin reset)
Pairing switch Physical button for one-click pairing
Status light Red and blue status indicator
LAN port One RJ45 10/100M adaptive Ethernet port
Operating temperature and humidity -10°C to +50°C, <RH95% no condensation
Power supply mode Mains chief supplies power
Power dissipation Sleep power consumption: 4.7mW/ Typical power consumption: 175mW/ Peak power consumption: 2.8W
Power interface type DC 12V/1A
Client SV360 APP (Android /iOS/ Hongmeng)
Web end Personal computer: Windows, Mac OS
Packing size 156*101*193mm
Packing weight 3509

Waterproof and dustproof IP54




Full Color XVR Kits

DIY XVR Kits According to Your Needs
5MP/8MP Support Audio Over Coaxial
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4CH/8CH XVR Kits

2MP/5MP/4K
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CMSD BPSC

IR LED: 20p x 2PCS IR LED: 42u x 2PCS
IR Range: 25M IR Range: 25M
Board Lens 3.6mm Board Lens 3.6mm
Plastic Dome Plastic Bullet

TP1B

) ] IR LED: 14p x 2PCS
Board Lens 3.6mm
20m Night Vision
Plastic Dome

18m Coaxial Cable DC12V2A Adaptor DC12V5A Adaptor Power Splitter Cable
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Audio RS485



Accessories
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POE Switch Splitter Cable IPC Tester PTZ Control Keyboard CCTV Cable

O 4CH/8CH/16CH/24CH
O 10/100M/1000M Switch
O POE IEEE 802.3af, IEEE 802.3at

O 4CH, 5CH, 8CH Splitter
O POE Splitter

O 4K TVI, 4K AHD, 4K CVI, 4K H.265 IP
O 2M HD-SDI, 2M EX-SDI, CVBS

O 3D/4D Joystick
O For IP/HD PTZ

O CATE5 Net Cable
O DC+BNC or DC+BNC+RCA
O HD Cable 18M-30M
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Camera Bracket Camera Housing 4K Monitor CCTV Lens Power Box

O For Dome & Conch & Bullet

O Plastic or Aluminum Alloy

O 32Inch / 43 Inch

O Varifocal or Fixed Lens
O 1.3MP-4K Lens

O DC12V 5A-30A Power Supply
O 4/5/9/18 Electric Outputs
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Power Adapter

O US, EU, AU, UK Standard
O 500mA-5000mA Power Current

LED llluminator

O 80m/130m IR Distance
O 42mu IR LEDS

Connector

Video Balun

HD Video Coverter




Accessories
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Junction Box b 4 : )
& Bracket
B116 MC106 PC115 MC129 B310 B320
CMSD, CMLE, LIRDCA,
Matched CME%gg;%gyzz’siM"E’ oMSB CMSB, CMSD, CMLE CMSC. CMSE. CMLC CMSB, BMSC, BMSD, LMDH, DMMA,
Modles BMSE. BMMD. BMSC, BMSD, BMSF T BPSC, BMSF BMMB, BMMC, BMMD, BMME
LBP60/90, LEB60/90, LBE0/90 LBP60/90, LBB60/90, LBE60/90
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Junction Box : | ' # o
& Bracket MC94 PB14146 B200 B173-01 B100 B245
r\:/]at;}?ed CMSB, CMSD, CMSD,CMLE, CMSB, CMLE, CMSD, CMSA
odiles CMSB, BMSC, BMSD BMSC, BMSD, BMSF, BMMD, LBP60, LBP90 BMSC, BMSD, BPSC, LIRDCA CMSC, CMLE
LBB60/90, LBE60/90, LBP60/90 LBB60/90, LBE60/90, LBP60/90
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Junction Box i -
& Bracket Z
B272 B780 B300A B790 B840
Matched
Modl PT4A, PT4B, PT6A, ) ) )
Od es PTDC, PTDA B310, B320, PT5A PT4A, PT6A LVDH PT6B, PT10G HS-301, HS-310, HS-360




Longse Technology Limited

@ www.longse.com . info@longse.com & +86 20-66217333

o No.18, Dongming 3rd Road, Huangpu District, Guangzhou, Guangdong, China




